Grade B
CONTINUUM

DOVE
422026

MANDARIN
422009

LIPSTICK
422001

TURQUOISE
422034

BRICK
422019

MAGENTA
422005

ELECTRIC
422014

CITRINE
422023

SPRING
422003

EMERALD
422013

ESPRESSO
422000

IRON
422036

ONIX
422006



INFORMATION TECHNIQUE

Patron - Largeur Composition Fini Abrasion Résistance Code de

9 P (D.F.) a la lumiere nettoyage
CONTINUUM - 54" 100 % polyester recyclé post-consommation  Antitache 130 000" 40 Heures WS
fARal ] Endos: latex Classe 4

CODE DE NETTOYAGE
» W: Utiliser un agent nettoyant a base d’eau ou de mousse.
* WS Utiliser un agent nettoyant a base d’eau ou de mousse ou un solvant pur et sans eau.

INFORMATION ADDITIONNELLE

~Abrasion: Plusieurs facteurs affectent la durabilité et 'apparence des recouvrements, notamment I'usage et I'entretien du produit.
Les résultats de test Wyzenbeek supérieurs a 100 000 double frottements n’ont pas démontré étre une mesure fiable de la longévité d’un recouvrement.
9HXLOOH] FRQVXOWHU OH VLW ZHE GH OD\HQLSIROHYW GoDXWUHV VSAFL-FDWLRQV WHFK

TECHNICAL INFORMATION

Width - Pattern Content Finish A?Ba's:'(;n Lightfastness Cleaning Code
0, -
CONTINUUM - 54” 100 % Post-Consumer Stain Repellent 130,000" 40 Hours WS

) Recycled Polyester
Backing: Latex

fARgl

Class 4

CLEANING CODE
* W: Water-based foam or cleaner.
* WS Use water-based or foam cleaning agent, or pure water-free solvent.

ADDITIONAL INFORMATION

"Abrasion: Multiple factors affect fabric durability and appearance retention, including end-user application and proper maintenance.
Wyzenbeek results above 100,000 double rubs have not been shown to be a reliable indicator of increased fabric lifespan.
Specifications: Specifications are correct at the time of printing. Additional specifications are available on our website.
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